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 Frosted LED filament lamp

CODE: FILED SATIN

Bulb entirely of frosted glass: makes the light even softer

Elongated filament LED

Gas mixture inside the bulb: improves performance and extends life

Plastic base to allow high heat dissipation (only for 6W and 8W)

Control circuit with integrated components in SMD: increases current and voltage

stability

Features

 • Colour rendering: >80

 • Luminous efficiency: >100 lm/W

 • Average life: 30,000 hours

 • Ferrul with nickel finish

 • Insulation: class II

Technical data

 Article Description Supply voltage Dimensions Base Total

consumption

Color Luminous flux Angle of diffusion Weight

 SFL4.WW goccia 230V 60 x 105 mm E27 4W warm white 3.000°K 380 lm 360° 32 gr

 SFL6.WW goccia 230V 60 x 105 mm E27 6W warm white 3.000°K 600 lm 360° 32 gr

 SFL8.WW goccia 230V 60 x 105 mm E27 8W warm white 3.000°K 980 lm 360° 32 gr

 SFS24.WW sfera 230V 45 x 77 mm E27 4W warm white 3.000°K 380 lm 360° 25 gr

 SFC4.WW oliva 230V 35 x 100 mm E14 4W warm white 3.000°K 380 lm 360° 25 gr
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